
PWT SERIES 

PWT SERIES COMMERCIAL SAND FILTERS

FEATURE HIGHLIGHTS

ORDERING INFORMATION 

• Fiberglass filament wound construction

• UV-Resistant

• Sight glass & manhole included

• Manometer panel included

• Lateral system

• Max. Operating Pressure: 2.5 bar (36 psi) & 4 bar (58 psi)

• Max. Operating Temperature: 43˚C (109 ˚F)

• Suggested Size of Media: 0.5-0.8mm (sand)
1-2mm (gravel)

 
 

 
 

 

 

Filter Ø Eff. Filt. Area Sand Req. Gravel Req.

2.5 Bar 4 Bar mm m2 lpm m3/h

Inlet & Outlet Size

inch mm kg kg

PWT-C1200-SM-3-25 PWT-C1200-SM-3-40 1200 1.13 750 45 3 75 750 300

PWT-C1400-SM-4-25 PWT-C1400-SM-4-40 1400 1.54 1284 77 4 100 1200 500

PWT-C1600-SM-6-25 PWT-C1600-SM-6-40 1600 2.01 1684 101 6 150 1850 750

PWT-C1800-SM-6-25 PWT-C1800-SM-6-40 1800 2.54 2117 127 6 150 2500 1050

PWT-C2000-SM-6-25 PWT-C2000-SM-6-40 2000 3.14 2617 157 6 150 3300 1150

PWT-C2300-SM-8-25 PWT-C2300-SM-8-40 2300 4.15 3467 208 8 200 4900 1600

PWT-C2500-SM-8-25 PWT-C2500-SM-8-40 2500 4.90 4084 245 8 200 6000 2200

PWT-C3000-SM-10-25 PWT-C3000-SM-10-40 3000 7.07 5900 354 10 250 8600 3300

Model no. Flow Rate



PWT SERIES COMMERCIAL SAND FILTERS
PRODUCT DIMENSIONS (MM)
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ØD H A B C E F K M N ØP T W

PWT-C1200-SM-3-25 PWT-C1200-SM-3-40 1200 1420 560 180 340 60 740 180*180 1150 80 1010 600 300

PWT-C1400-SM-4-25 PWT-C1400-SM-4-40 1400 1670 650 190 350 60 800 300*400 1250 80 1240 700 300

PWT-C1600-SM-6-25 PWT-C1600-SM-6-40 1600 1750 680 215 450 60 870 300*400 1450 80 1450 800 320

PWT-C1800-SM-6-25 PWT-C1800-SM-6-40 1800 1950 730 215 550 60 910 300*400 1650 80 1610 850 320

PWT-C2000-SM-6-25 PWT-C2000-SM-6-40 2000 2130 800 240 550 60 930 300*400 1700 80 1800 900 350

PWT-C2300-SM-8-25 PWT-C2300-SM-8-40 2300 2350 940 240 600 60 940 300*400 1800 80 2010 1000 400

PWT-C2500-SM-8-25 PWT-C2500-SM-8-40 2500 2450 960 240 600 60 1100 300*400 1900 80 2010 1050 400

PWT-C3000-SM-10-25 PWT-C3000-SM-10-40 3000 2650 1020 350 600 60 1130 300*400 2150 80 2650 1100 450

Model




